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PROLED Tracklight 40 / PREMIUM – L71202xxx 

Bitte lesen Sie die vorliegende Anleitung vor Montage genau durch. 

Technische Details: 

Abmessungen: 220 x 230 x 76 mm 
Spannungsversorgung: 100 - 240V,   50 / 60 Hz,   42 Watt 
LED-Leistung: 38 Watt 
Schutzklasse : Typ I 
IP: 20 
Umgebungstemperatur: -10 °C bis 45 °C 

Montage und Wartung: 

1. Montage und Anschluss der Leuchte darf nur von einem Fachbetrieb durchgeführt werden. 
2. Vor Montage bitte die Stromzufuhr unterbrechen 
3. Leuchte bitte mit einem trockenen Tuch säubern 
4. Befestigung ist für eine 3-Phasen-Stromschiene geeignet 

 

Montage der Leuchte: 

 

Austausch des Zubehörs: 

 

08.15 Technische Änderungen vorbehalten   
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PROLED Tracklight 40 / PREMIUM – L71202xx 

Please read this instruction manual carefully before installation. 

Product parameters: 

Dimensions: 220 x 230 x 76 mm 
Power supply: 100 - 240V,   50 / 60 Hz,   42 Watt 
LED-Power consumption: 38 Watt 
Protection class : Typ I 
IP grade: 20 
Environment temperature: -10 °C till 45 °C 

Installation and maintenance: 

1. Installation of light and wiring connections must be done by a licensed electrician. 
2. Please cut off power before installation 
3. Please use a dry cloth to clean the light 
4. Please be advised that track adaptor is designed for a 3-Phase-Track 

 

How to install the lamp: 

 

How to change the accessories: 

08.15 Technical amendments reserved 


